Standard Bearing Sensor Product Enquiry Form

Please download PDF and fill in the boxes. Use 'Additional Information’ for non standard requests.
Return form to sales@thermal-detection.com or fax to +44 1642 618307

Name: |

| Email: |

Organisation: |

| Tel: |

Country |

4.5mm Straight O
3/16"
6mm
14" o O
8mm

Section 1 - unit dimensions in mm, select options required

Probe Diameter Probe Length |:|

Thread size

Conduit Length :l

(blank if not required)

[ ]

Bare Lead Length

Hot J
Sensor Number

Section 2 - Sensor Configuration Thermocouple Only O

unction Type

O Type ‘T’

QO single (O Grounded O Type K
O Duplex O Insulated O TypeV

O Type ‘E’

PT100 only O
Type Wires

O Class ‘B’ O 2 wire
O Class ‘A’ O 3 wire
O 4 wire

Section 3 Transmitter Option

Transmitter only |:|

Transmitter and KF
wall mounted
enclosure

Transmitter ranging |
(min/max °C)

Section 4 - Application Details

Number of probes required |:|

Additional information

Industry Type |

Thermal Detection Limited
Unit 6, Orde Wingate Way
Primrose Hill Industrial Estate
Stockton-on-Tees, England,
TS19 0GA

Fax : +44 (0) 1642 618307

Tel: +44 (0) 1642 602878

Email: sales@thermal-detection.com
Web: www.thermal-detection.com
© Thermal Detection Ltd 2016
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